Please note that only model T-LBK462-BSB are the only acceptable model compatible with EPIC
currently.

Installation and Test:

FTDI Virtual COM Port (VCP) drivers Required for BSB type pads
You can get the driver here:

http://healthcare.partners.org/pcpovendors/eSigDriver.zip

1. Unzip the eSigDriver.zip file

2. RunInstall2018.exe and select Next
%Welcome L EZ ,‘

4.4.0.24 Setup program. This program will install
Topaz SigToolES| 2018 SigPlus 4.4.0.24 on your
computer.

% ‘Welcome to Topaz SigToolES| 2018 SigPlus
4

Itis strongly recommended that you exit all Windows programs
before running this Setup Program.

Click Cancel to quit Setup and close any programs you have
running. Click Next to continue with the Setup program .

WARNING: This program is protected by copyright law and
intemational treaties.

Unauthorized reproduction or distribution of this program, or any
portion of it, may result in severe civil and criminal penalties,
and will be prosecuted to the maximum extent possible under
lawy.

3. Select Next to accept default destination folder


http://healthcare.partners.org/pcpovendors/eSigDriver.zip

% Choose Destination Location

Setup will install Topaz SigToolES| 2018 SigPlus 4.4.0.24 in
the following folder.

To install into a different folder, click Browse, and select
another folder.

‘You can choose not to install Topaz SigToolESI 2018 _SigPlus
4.4.0.24 by clicking Cancel to exit Setup.

[

- Destination Folder |
{ C:\WindowshSigPlus Browse... ‘

< Back Cancel

d

4. Select T-L as the tablet model and click OK.

Determine Tablet Model Group 2 |

Please refer to the back of your signature pad.
What twao letters do your T ablet Model begin
with?

oK Cancel

5. Select T-LBK462 as the model and click OK.



Choose the Tablet L X |

| Please choose your Tablet Model from the list
below. Please see the back of your signature
| pad for details.

T-LBK460SE

T-LBK755 or T-L755
T-LBK750

T-LEK750SE or T-LBEK7555E
T-LBK766

T-LEK7EESE

T-LBK43LC

T-LBKS7GC

0K ' Cancel I

From the pull-down menu select COMS5 and click OK.
Connection Port 1 = 23 =
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Selectyour port connection type
from dropdown list

IICOM5 'l I 0K |

Click Agree to accept License Agre‘en;gent

License Agreement

License Agreement and Limited ‘Warranty

IMPORTANT: Read this License Agreement and |
Limited \Warranty (hereafter, the "Agreement") before
continuing to load any Topaz software, or before
using any third-party software containing any Topaz
software [hereafter, the "Software™). By loading or
using Topaz Software, you are accepting the terms
of this &greement between you, the Licensee, and
Topaz Systems, Inc. ("Topaz"), the Licensor. If you
do not agree to the terms of this agreement, do not
load the Software and promptly retumn or delete it. If
you do not agree to the terms of this Agreement, you
have no right to use the Software in any way
whatsoever.
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Agree | Cancel




8. Select No and click OK.
Demo Ocx.exe 2 J

Would you like a shortcut to Demo Ocx.exe, the
Topaz e-sighature demonstration and test
program, placed on your desktop?

" Yes
@ No
0K I Cancel |

9. Click Finish

% Installation Complete

Topaz SigToolES| 2018 SigPlus 4.4.0.24 has been
successfully installed.

Press the Finish button to exit this installation.

10. Once installed, go to the Device Manager.




11. Expand “Ports (COM & LPT),” right click the new USB Serial Port (should be COM5) and select

File Action View Help
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Properties. J

12. Select Port Settings tab
[ USB Serial Port (COMS) Properties

USB Serial Port (COMS)

Device type: Ports (COM & LPT)
Manufacturer: FTDI

Location: Location 0
Device status
This device is working propery. -

You need to restart your computer before the changes you made
to this device will take effect.

oK |[ Cancel |

13. Click on Advanced



g = = ] 2
USB Serial Port (COMS) Properties )

Port Settings | Driver | Details

Bits per second: (9600 v
Data bits: 8 v
Party: [None z)

Stop bits: [1 -

Flow control: [None v)

14. Ensure that COMS5 is selected and checkmarks placed in the right boxes.



-
Advanced Settings for COM5 L2 -

COM Port Number: [coms v ] [ OK

USB Transfer Sizes [ Cancel

Select lower settings to correct performance problems at low baud rates.

Select higher settings for faster performance.

Receive (Bytes):

Transmit (Bytes):

BM Options Miscellaneous Options

Select lower settings to correct response problems. Serial Enumerator
Serial Printer [

Latency Timer (msec): Cancel If Power Off
Event On Surprise Removal

Timeouts SetRTS On Close
Disable Modem Ctrl At Startup

Mesran Kezd pmeot: (usec): Enable Selective Suspend

Minimum Write Timeout (msec): Selective Suspend Idie Timeout (secs):




